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mma TAPE READER 


(TYPE LBXD TRANSMITTER-DISTRIBUTOR) 


Versatile 5, 6,7 or 8 level 
tape reader units engineered 
for today's communications 
needs and tomorrow's multi- 
level tape requirements. 


BELETY PE CORP ORA-TEOIN 


For Data Transmission that's FAST * A 


HERE 15 the key to fost, curate ond de 
pendable message transmission from your 
business machine tapes. Whether your needs 
involve simple station-to-station relay of 
punched tape information or the more com 
plex transmission requirements of date proc 
essing and automation, Teletype's Model 28 LBXD tope reader 
is engineered to meet your individval requirements 

This versatile ope transmiter-distributor will serve @s on 
input or reod out device far your business machines such os 
computers, calculators, punched card equipment, etc, It will 
‘als function at © transiting device for your printing tle 
groph equipment... and as a control mechanism for tope 
operated factory equipment. 

‘Advanced twin-shatt design enables tape reader and di 
tributor sections of the unit 10 be octuoted independently of 
each other from either lacal oF remote sources 


The Model 26 L8XD incorporates all the necessary mechan: 
ical and electrical features for 
1 tronsleting code combinations from @ perforated 
tope ino electrical impulses for sequential trans 
2. translating code combinations from @ perforoted 
tape into electrical impulses for simultaneous out-put 
‘on @ paralle-wire basis; 


3. ond translating electrical impulies from an external 
parallel-wire source for sequential transmission, 


ENGINEERED FOR TODAY AND TOMORROW 


‘The LBXD tape reader is designed fo mee! today’s transmis- 
sion needs 08 well os tomorrow's mult:teval tope requirements, 
Iwill handle 5, 8 7 oF 8 level codes with topes of appropriote 
Widths. Should your application requirements change, the 
UBKD ie convertible to any of the standard code levels (5, 6, 7 
or 8) 

‘The Model 28 LEXD mokes a compact unit, copable of de- 
pendable operation at 100 words per minute. Lower speeds 
can be had through simple gear changes. 

LBXD controls ate convenient and easy to operate. A single 
position star-stop lever controls "on," “olf” and “freewheel- 
ing." As the name implies, “freewheeling” is 0 control posi- 
tion that frees the feed wheel to permit insertion of tape with 
ut raising the tope lid. 


FEATURES FOR INDIVIDUAL NEEDS 
To meet your individual tape transmission needs, optional 
features are available for (I) external stort control of reading 
cond sending, (2} automatic tape stop end (3) taut tope contra, 
A specially designed tape lid will accommodate either 
chadless tope or fully perforated tope, without readjustment, 
Advanced design features keep maintenance fo @ mi 


Slip-type, multipoint connectors join tronsmitter-distributor 
cossembly with its sub-base. These spacial connectors enable 
e087 removal of the transmitierdistributor for maintenance 
purposes, Lubrication intervals have been extended and now 
range from six months to as long os o FULL YEAR, depending 
‘on the operating speed used. Exclusive all-metal clutches of 
the internal expansion type provide long unit life ond ossure 
‘occurate, uniform engagement cycle-aiter-cycle with excep- 
tional signal stability 

‘The Model 28 LBXD tope reader is @ product of Teletype 
Corporation's 50 years of continuous manufacturing progress 
in the field of telegraphic communicetions 


SPECIFICATIONS 


Dimensions: Height 64", Width 9", Depth 16” 
Approximate Weights: Net including sub-bose assembly 
cond cover, 26 Lbs. Domestic shipping weight 40 Lbs, Export 
shipping weight 120 Lbs 

Power Requirements: Stondard synchronous motor unit, 65 
Wotts, 115 Volts, regulated 60 Cy, A.C. Optional motors are 
ovailable for other power requirements. D.C, power is required 
{or signal line operation, cluich magnets, 
Finishes: Available in attractive groy-green wrinkle or other 
finishes to blend with modern or traditional office decor, 


CURATE * DEPENDABLE®sseee- 


TELETYPE offers these special features 
TO MEET YOUR APPLICATION REQUIREMENTS 
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Teletype Mode! 28 Line is 0 complete array of equipment especially engin 
meet today’s growing communications needs in business, industry and the military 
Its many combinations for page printing, tape punching end tape reading can expond 
your vital communications capacities. Whether os @ new installation, or ax an expan: 
sion of your present equipment, the verzatile Madel 28 Line con broaden your entire 
scope of operations 

‘Model 28 equipment is one of Teletype Corporation's newer contributions to data 
processing, automation and telegraphic communications. For helpful information on 
how Teletype equipment con solve your communications needs, please phone, write 
‘or wire the address below most convenient 9 you. 


